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GuideLiner® V3 Catheter

Guide Extension Catheter With Half-Pipe Technology

MMeleflex




Designed to Perform
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Highly Flexible, Coil-Reinforced
Guide Extension

The GuideLiner® V3 Catheter's coil-reinforced guide extension provides excellent

flexibility and kink resistance allowing delivery through tortuous vessels to reach
the target area.

Coil-reinforced guide Kink resistant
extension is designed to
maintain luminal integrity

Stainless steel push rod for
strength and kink resistanc e

Proximal tab

Ribbon wire push rod height (6 Fr.) = 0.012"
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GuideLiner® V3 Catheter Dimensions

150 cm

25 cm Rapid exchange section

I

T

2mm 4 mm
Radiopaque Radiopaque marker
marker
Rapid exchange
collar transition
Ordering Information

"7 om Halt-pipe'i i

108 cm Push rod
</

White positioning markers at 95 cm (single) & 105 cm (double)

to assist in placement through the guide

GuideLiner ® Catheters are intended to be used in conjunction with guide catheters to access discrete regions of the coronary
and/or peripheral vasculature, and to facilitate placement of interventional devices.

PRODUCT Ex:HR:NPGIE WORKING
NO. SIZE | REQUIRED GUIDE CATHETER 1.D. PUSH ROD 0.D. | GUIDE EXTENSION I.D. TIP 0.D. LENGTH | LENGTH
5569 5Fr. 5Fr.1.D. 1.42)"0.056 mm) 0.25) "0.010 mm) 1.17) "0.046 mm) 4.0 Fr. (1.35 mm / 0.053") 25¢cm| 150cm
5570 CEST P 6 Fr.1.D. 1.68) "0.066 mm) 0.30) "0.012 mm) 1.30) "0.051 mm) | 4.8 Fr. (1.60 mm/0.063") 25cm| 150cm
5571 6Fr.| 6FrID. 1.78) "0.070 mm) 0.30) "0.012 mm) 1.42)"0.056 mm) | 5.1 Fr. (1.70 mm/0.067") 25cm| 150 cm
5572 7Fr. 7 Fr.1.D. 1.98) "0.078 mm) 0.30) "0.012 mm) 1.57) "0.062 mm) 5.7 Fr. (1.90 mm / 0.075") 25cm| 150cm
5573 8Fr.| 8Fr.l.D. 2.24)"0.088 mm) 0.30) "0.012 mm) 1.80) "0.071 mm) | 6.5Fr.(2.16 mm/0.085") 25cm| 150cm

Packaged in quantities of 1 unit per box.
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Navigate Complex
Interventions at Every Turn
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ANTEGRADE | RETROGRADE
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atheter

Standard version, flexible tip
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Ordering Information

COMPATIBLE

WORKING PROXIMAL GUIDEWIRE COMPATIBLE GUIDE

MODEL VERSION LENGTH SHAFT 0.D. DISTAL SHAFT 0.D. DISTAL TIP 0.D. DIAMETER CATHETER SIZE
. 29Fr. 2.6 Fr. 1.6 Fr. 0.014" 5 Fr.

135

9642 Turnpike 35em| 597mm/0.038" | 0.86 mm/0.034"| 0.53 mm/0.021" (0.36mm)| 1.42 mm/0.056" 1.D.
: 29Fr. 2.6 Fr. 1.6 Fr. 0.014" 5Fr.

gk Tuenpike 150em | 0 97mm/0.038" | 0.86 mm/0.034"| 0.53mm/0.021" (0.36 mm) | 1.42mm/0.056" L.D.

Packaged in quantities of 1 unit per box.

0.86 mm (2.6 Fr.)

4

135em /150 cm lengths
60 cm hydrophilic coating —

*

0.97 mm (2.9 Fr.)
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Turnpike Spiral

atheter
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Spiral shaft, flexible tip
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Ordering Information

COMPATIBLE
WORKING PROXIMAL GUIDEWIRE COMPATIBLE GUIDE
MODEL VERSION LENGTH SHAFT 0.D. DISTAL SHAFT O0.D. DISTAL TIP 0.D. DIAMETER CATHETER SIZE
5640 Turnpike 135 em 29 Fr. 29Fr. 1.6 Fr. 0.014" 5Fr.
Spiral g 097 mm/0.038" | 097mm/0.038"|  0.53mm/0.021" (0.36 mm)|  1.42 mm/0.056" I.D.
5641 Turnpike 150 2.9 Fr. 29Fr. 1.6 Fr. 0.014" 5Fr.
Spiral M| 097mm/0.038"| 097mm/0.038"| 0.53mm/0.021" (0.36mm)| 1.42 mm/0.056" I.D.

Packaged in quantities of 1 unit per box.

+ 135cm/ 150 cm lengths |
60 cm hydrophilic coating ———
0.97 mm (29 Fr)
v v | S e e
R TumpilnaSp‘l\a |
+ b —7——“

2 cm outer coil 0.97 mm (2.9 Fr)
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Turnpike‘* Gold

catheter
Spiral shaft, threaded metal tip
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Ordering Information

COMPATIBLE
WORKING PROXIMAL GUIDEWIRE COMPATIBLE GUIDE
MODEL VERSION LENGTH SHAFT 0.D. DISTAL SHAFT 0.D. DISTAL TIP 0.D. DIAMETER CATHETER SIZE
5621 Turnpike 135 em 29Fr. 2.9°Fr; 2.1Fr 0.014" 5Fr.
Gold 0.97 mm/0.038" 0.97 mm /0.038" 0.71 mm/0.028" (0.36 mm) 1.42 mm/0.056" |.D.
5622 Turnpike 150 29Fr. 29 Fr. 2Er 0.014" 5Fr.
Gold M 097mm/0.038" | 097 mm/0.038"|  0.71 mm/0.028" 0.36mm)| 1.42mm/0.056" |.D.
Packaged in quantities of 1 unit per box.
135 am/ 150 cm lengths |
+——— 60 cm hydrophilic coating —»
097 mm (2.9 Fr) =
v + £
| ] T ——ER
0.97 mm (2.9 Fr.)

2 cm outer coil
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|deal Combination
of Flexibility and

Outmaneuver
Torque Response Roadblocks

+ Complex lesions
+ Extreme tortuosity
+ Guidewire support
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Intervension yljl Sy Jugud g Liwl) @ & yind > An inner PTFE liner that spans
A polymer outer layer, paired Dual-layer coils and a braid make the entire catheter to ensure
with a hydrophilic coating on for an ideal combination of smooth guidewire interaction
the distal 60 cm, provides flexibility and torque response throughout the case

excellent lubricity for delivery

Turnpike® LP

Dual coil tapers down to single
coil 21 ¢cm from distal tip for
lower profile and increased
flexibility in the distal shaft

and tip
COMPATIBLE

WORKING PROXIMAL GUIDEWIRE COMPATIBLE GUIDE

MODEL VERSION LENGTH SHAFT 0.D. DISTAL SHAFT 0.D. DISTAL TIP 0.D. DIAMETER CATHETER SIZE
. 29 Fr. 2.2 Fr. 1.6 Fr. 0.014" S5 Fr.

5638 | TumpkelP | — 135¢m| 97 mm/0.038" | 0.74mm/0.029*| 0.53 mm/0.021" (©.36mm)|  1.42mm/0.056" 1.D.
. 29Fr. 2.2 Fr. 1.6 Fr. 0.014" 5Fr

5639 | TumpikeLP | 150em| 447 m/0.038" | 0.74mm/0.029"|  0.53 mm/0.021" ©.36mm)| 1.42mm/0.056" 1.D.

Packaged in quantities of 1 unit per box.

135 am / 150 cm lengths |
60 cm hydrophilic coating ———
0.74 mm*(z.z Fr)
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0.97 mm (2.9 Fr)

1 All values based on bench test data averages compared to the standard Turnpike Catheter, n=15, performed
by Teleflex. Bench test results may not necessarily be indicative of clinical performance. Data on file.

2 All values based on bench test data averages, n=2, performed by Teleflex. Bench test results may not
necessarily be indicative of clinical performance. Data on file.







Twin-PassS

dual access catheter

Twin-Pass® Dual Access Catheters
A Second Lumen When and Where It’s Needed

Teleflex




Access or Delivery While Maintaining Wire Position

Stainless steel, braided
shaft for torque response,
kink resistance and

deliverability in tortuosity

,,,,,,,,,, Rapid exchange
(RX) lumen

- 10s Exit Port Deflection
: Angled OTW lumen exit port, short distal tip and
: torsional control for directed side branch access

Proximal embedded
stainless steel rod for
support and pushability

......... Rapid exchange
(RX) lumen

20

Two distal platinum-iridium
markers for easy identification
of each lumen exit

Over-the-wire
(OTW) exit :
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Simple Deployment in a Dual-Lumen Design
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OTW guidewire

RX guidewire

. Effective O.D. (catheter + RX
guidewire) = 0.054" (1.38 mm)

Distal hydrophilic coating
. for smooth delivery

Rapid exchange
Twin-Pass Torque (RX) exit
Dual Access Catheter '

Model 5201

. Effective O.D. (catheter + RX
: guidewire) =0.052" (1.33 mm)

Twin-Pass Dual
Access Catheter
Model 5200



Supportive Access for Targeted Delivery of
Bifurcations and Wire Medication or Contrast
Exchanges

Twin-Pass Torque Twin-Pass
Dual Access Catheter 5201 Dual Access Catheter 5200

Primary clinical usage Procedures requiring a dual-lumen with torque Procedures requiring a dual-lumen for
responsefor precise angle alignment into side conventional fluid delivery or a second
branches guidewire in the main vessel

OTW lumen exit port deflection angle | 10 0

Shaft construction Stainless steel braid Stainless steel rod

Distal tip length 7 mm 20 mm

Dual-lumen outer diameter (Crossing | 3.5 Fr. x 3.5 Fr. 34Fr.x2.7Fr.

Profile)




Ordering Information

SPECIFICATIONS TWIN-PASS TORQUE DUAL ACCESS CATHETER MODEL 5201 TWIN-PASS DUAL ACCESS CATHETER MODEL 5200
Guide catheter compatibility =5 Fr. (20.056" / 1.42 mm 1.D.) =5 Fr. (=0.056" / 1.42 mm |.D.)
Guidewire compatibility 0.36/"0.014 mm =0.014" /0.36 mm
OTW lumen O.D. 0.040"/1.02 mm 0.038"/0.97 mm
Dual-lumen O.D. 3.5Fr. x 3.5 Fr. (1.177 mm / 0.046") | 3.4 Fr. x 2.7 Fr. (1.4 mm / 0.045" x 0.91 mm / 0.036")
Distal tip O.D. 2.1 Fr. (0.71 mm /0.028") 2 Fr. (0.66 mm /0.026")
Working length 135 cm 135cm
RX lumen length 22cm 21em
Distal tip length 7 mm 20 mm
Hydrophilic coating Distal 25 cm Distal 18 cm
Positioning marks 95 cm (single) and 105 cm (double) from distal tip 95 cm (single) and 105 cm (double) from distal tip
OTW lumen exit port deflection angle 10 0

Packaged in quantities of 1 unit per box.

Twin-Pass® Torque
Dual Access Catheter
Model 5201

-+ 135 cm —»‘
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Twin-Pas<® Dual
Access Catheter
Model 5200
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SuperCross

microcatheters

SuperCross™ Microcatheters

Superb Crossability in Tortuous Anatomy

MMeleflex




Superb Crossability in Challenging Cases

e sblyy o Saliig o slo clas 4 INntervention |15l uile, Gos b b Sy Sie 5l oolgsls ]

90 XT

XT=°90 Extended Tip for
Secure Cannulation

AW PRV L?l)b
oils ede 4y SUperCross sls ,x:5'g,50
Slo clas 4w yiws Kl s asgl; sla Tip

paly3 S i |y wantite g nBg g s Base

258 el g Y5 s L ol i
&Lﬁ ‘(-9)'-'-:‘73 L_éua-‘jl ‘\JL', U—I‘ A L};bﬁ

S ez PTFE joily (g b (A3l 0¥
Intervention ,i5. o1y, ¢ el &S5 >

Distal cw.d o Sldygan by

5 SVg) e D8 Rl e S S
595 0% 9 g n Sy 0 &S > Edgpn

by cqx Tip o aXislpgiidl SOl
lai  SGo3 50 Tip

S 59

Retrograde ; Antegrade sls .5 glp cwlin o

$5955 9y n B39, Slp cwlio @

Jebsriee 5 S I5Sh (ol Gilsy A Sde 4 VL (Sg) ey a8 glls e
ts(.hT).:.cLnguLaﬁ‘m)Jcﬂyl)Lsm):.mJCaPﬁ&.gJLL:JJ'BLS.:*UQY_LQM&'JQ.
0 sy TP e @) ot 108 5 g 32 (3950 42 (oo ysd Sz lio o



Ordering Information

SuperCross™ Microcatheters
The SuperCross~ Microcatheter is intended to be used in conjunction with steerable guidewires to access discrete regions of the coronary and/or peripheral
vasculature. It may be used to facilitate placement and exchange of guidewires and other interventional devices and to subselectively infuse/deliver
diagnostic and therapeutic agents.

GUIDEWIRE DISTAL | WORKING SHAFT HYDROPHILIC
MODEL | COMPATIBILITY TIP LENGTH | CONSTRUCTION DISTAL O.D. PROXIMAL O.D. DISTAL I.D. PROXIMAL 1.D. COATING
B Ll 4% "130cm G 0.79 mm/ 5:33:2 1.07 mm/ 3“3425: (0,42'2;; (0.42'?111:; Ristal80.cm
e Ly 45| 150cm e 0.79 mm ”2):64;12 1.07 mm fg.,g‘!;r'; (0.43'&:} {0.42{:11:1; Distal 80 cm
5304 0.014* %\ EoEm Colled 0.79 mm / [l;.‘g;lr'. 1.07 mm/ gﬁ:zr". (0.42'?;::) {0.4?5?111:1; Dlstakd cm
ol i B2 0 €0t 0.79 mm 13:33:2 1.07 mm fg,'oz‘:;r"' (0,43.2:;; {0,42'211:1; Diial 80 cu
5308 014¢ 120 1a0cm Colled 0.79 mm / (2).'33F1r" 1.07 mm / g,ﬁfzr'; 10.43'231:: {0.42'2;:; Distal 80 cm
Luls Lt 20 10 | S ot 0.79 mm .r;:ga:r; 1.07 mm 13,‘024‘:22 w,ag?r:;; {0.42'211:; HistalBd cm
Ba08 00| 90XT| 80Em  Coled 0.79 mm ”2):3;12 1.07 mm/ 03.,34? t0.4g.t|:11n]:|: (0.42'(:11:1; Distal B0 ien
2 B0t RO (8150 o | e 0.79 mm I(ZJ::]‘BF‘IE 1.07 mm fg,'gfzr; (0.4?1'&1:1; {0.42'21136 Cila em

Packaged in quantities of 1 unit per box.

ANGLED TIP

80 cm hydrophilic coating

rI

Positioning marks: single at 95 cm and double at 105 cm

Working length: 130 cm, 150 cm

S|

g

SuperCross™ Microcatheters —Straight| FT
The SuperCross~ Microcatheter is intended to be used in conjunction with steerable guidewires to access discrete regions of the coronary and/or peripheral
vasculature. It may be used to facilitate placement and exchange of guidewires and other interventional devices and to subselectively infuse/deliver
diagnostic and therapeutic agents.

GUIDEWIRE DISTAL WORKING SHAFT HYDROPHILIC
MODEL | COMPATIBILITY TIiP LENGTH | CONSTRUCTION DISTAL 0.D. PROXIMAL 0.D. DISTAL I1.D. | PROXIMAL I.D. COATING
. 1.8 Fr. 2.5Fr. 0.017" 0.021"| _.
5300 0.014°| Stralght | 130cm|  Bralded 0.61 mm/0.024*| 0.84mm/0.033*| (0.43mm)|  (0.53mm)| Distal40cm
. 1.8 Fr. 2.5Fr. 0.017" 0.021" | .
S Q01E | Shwgix | B130 o) S Brakded 0.61 mm/0.024*| 0.84mm/0.033"| (0.43mm)| (0.53mm| Distal40cm
. 1.8Fr. 2.5Fr. 0.017" 0.021"| _
8340 0.01¢| FI 130icm)  Braided 0.61 mm/0.024* | 0.84 mm /0.033" | (0.43 mm) (0.53 mm) | Distal 40cm
. 1.8 Fr. 2.5Fr. 0.017" 0.021" [ .
5341 0.ol4s)  FT 150cm|  Brakied 0.61 mm/0.024*| 0.84 mm/0.033"| (0.43 mm) (0.53 mm) | Distal 40cm
Packaged in quantities of 1 unit per box.
FT= Flexible Tip
40 cm hydrophilic coating Positioning marks: single at 95 cm and double at 105 cm
: d N R
STRAIGHT| FT o = P

Marker band

/’47 Working length: 130 cm, 150 cm 47







(Guardian® II Hemostasis Valve

Maintains hemostasis during interventions

Teleflex:
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1. Data on file at Teleflex. Comparative data may not be indicative of clinical performance.



Ordering Information

Guardian® Il Hemostasis Valve

PRODUCT NO. | DESCRIPTION
8210 Guardian® Il with Guidewire Insertion Tool

8211 Guardian® Il with Guidewire Insertion Tool and VS| Torque Device
8215 Guardian® Il NC with Guidewire Insertion Tool

8216 Guardian® Il NC with Guidewire Insertion Tool and VSI Torque Device

Packaged in quantities of 25 units per box. Individual units are not sold separately.
The Guardian®*Hemostasis Valves are intended to maintain hemostasis during the use of diagnostic or interventional devices. Guardian®*Hemostasis Valves
are indicated for maintaining a seal around diagnostic/interventional devices with outside diameters up to 8F (0.105" or 2.67mm) during diagnostic/interventional

procedures.
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COPILOT® Valve Seal*

Guardian® Il Hemostasis Valve Star-Shaped Seal

*Data on file at Teleflex. Comparative data may not be indicative of clinical performance.
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No.128, Ghandi (Palizi) St., North Sohrevardi Ave., Tehran, Iran.
Postal Code: 1554744376, Tel: (+0821) 8396, Fax: (+9821) 88537982.
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